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MATERIALS OF CONSTRUCTION

Standard Type A TypeB  Type C ) Type E  Type F Type G
Casing A 48CL30 CD4 MCU SS 316 ADI
Impeller A 60-40-1 8| A 216 CD4 MCU SS 316 ADI CD4 MCU SS 316 ADI
Wear Plate SAE 1020 A216 | cpamcu| ss 316 ADI CD4MCU| SS316 ADI
Cover Plate A 48CL30 A 216 CD4 MCU SS 316 ADI CD4 MCU SS 316 ADI
Bearing Housing A 48CL30 CD4 MCU SS 316 ADI
Seal Plate A 48CL30 A 216 CD4 MCU SS 316 ADI CD4 MCU SS 316 ADI
Flap Valve Neoprene Viton
Sleeve Shaft ANSI 4140HT| ANSI 17-4
Flange A 48CL30 ADI SS 316 SS 316 ADI
O’rings Buna Viton
Impeller Shaft ANSI 4140H1| ANSI 17-4

Mechanical Seal

Casing in SS 316, O’rings in Buna & Viton, faces in titanium and tungsten carbide

Suction Speed Flow Curve
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Note 1: The suggested

suction should have
the same nominal

diameter as the pump,
so that the solids will

be totally swept up.

2: If the speed is
higher than 3.5 m/s and
if there is a need for
higher "NPSH", please

contact the factory.




